
7000 with X30 operational check 

 

The following procedure will help with ensuring that a  

New 7000 series air-seeder functions properly. 

 

This operational check should be completed on or before 

the first day of seeding. 

Important note: the following settings are to test the majority of 

the functions, some of the settings and selections may not be how 

the customer chooses to operate their 7000 series seeder.  You 

might have to put some of the settings back to the original state. 



Ensure all connections are correct as outlined in  the operators manual 

When you power up the X30 you should get a green warning, 

this is a good indication that it has found the tank ECU. 



If  something is not hooked up properly or if  an incorrect option is selected 

you will  get orange warnings as to what is incorrect. 



Touch the Bourgault icon (top left corner ).  



Swipe the Bourgault mini view to the right 



Check for X30 software versions and ECU firmware versions. 



Access the SETUP screen (wrench in bottom left corner)  



Once you have entered SETUP go to User/Units and the units should be Imperial(US), 

the Pressure Units in psi, the Area Units in ac, Dry Product Volume Units in Bushels 

and the Dry Density Units in Pounds Per Cubic Foot. 



Next go to Implement/Select.  Verify that the correct profile has been selected, 

if  not follow the implement procedure outlined in the X30 manual. 



Next go to Geometry and if section control is not used enter Implement width in inches. 



Next go to Implement/Operator Inputs/ Keypad and Customize buttons 

A, B, C and TANK KEYS as above for the in-cab Switchbox 



Click on the IDENTIFY KEYPAD, the appropriate switchbox LED lights 

should flash until the button is pressed again. 



Next go to Implement/Operator Inputs/ Keypad and Set BUTTON A  to 

Calibration Mode On/Off for the implement Switchbox 



Next go to Implement/Operator Inputs/ Master Switch and 

select the Source as Keypad and Virtual 



Next go to Seeder/Granular/Tank and enter a Preload time of 5 sec. 



Next go to Seeder/Drive Setup  then set up all tanks the same. (these settings are for a 7000 

series tank. Drive Type: (Proportional Valve), Encoder Pulses/Revolution: (32), Minimum 

Shaft RPM: (10), Maximum Shaft RPM: (1000) 



Select Seeder/Control Setup (set the same for each tank).  Minimum PWM: 

(15%), Maximum PWM: (95%) and Controller Response: (Medium Fast) 



Next go to Products/Granular/New Product 



Next Select Bourgault and touch the yellow arrow . 



Next Select Wheat-HR and touch the yellow arrow. 



Next Verify Wheat-HR and touch the yellow arrow. 



Press the green check mark. 


